This is a guide. Client or vendor should review Moscone Meeting Planner Hand Book.

Hang Point Locations & Ratings

Halls A, B, and C:
2,000 lbs. per hang point (suspended) straight down. Racking decreases when tilting.

Brackets between 45 and 90 degrees may not exceed 500 lbs. | Hang points AA - AAAF & 217-218 are rated at 500 lbs.

This symbol represents the hang points located between the aisles.

Capacity:
- Down: 1,200 lbs.
- Over: 700 lbs. | 300 lbs. / 100 lbs.

Specific weight notices:
- Row A - 21' 6"'
- Row B - 28' 6"
- Rows C, D - 20' 6"
- Rows E, F - 24' 0"
- Rows AA - 18' 0"
- All others 18'

Hall D:
3,000 lbs. vehicular, downwards.
2,000 lbs. horizontal, up to 90 degrees.

Hall E:
1,000 lbs. per hang point (suspended) straight down. No brackets allowed.
Brackets between 45 and 90 degrees may not exceed 500 lbs.

Airex pads are required at 1,000 lbs. straight down.
There will be no brackets or side loads permitted in any location.

Any rigging over 1,000 lbs. should have a written proposal for the house riggers to review, upon request.

Add additional cable holes at 25 lbs. each between aisles.

Please report any bent wire leads or damaged parts to the house manager or house Rigger.

All persons using the hang points should read the house rigging policies & procedures for rigging.

Floor Loads:
Exhibit Halls ABCDEF: 125 psf

This drawing is intended as a guide only. The Moscone Center/SMG cannot be held responsible for on-site variations or adjustments.
Hang Point Locations & Ratings

South Levels 3 Meeting Rooms:
2,500 lbs. vertically downwards plus
1,500 lbs. horizontal in any direction.

L3 North Terrace

301 302 303 304

305 309 306 307 308

310 311 312 313 314

L3 South Terrace

South | Floor Load 100 psf.

Rig Points